
Advanced iris authentication technology for
business, government and consumers.

HIGH SECURITY MADE SIMPLE.

Imagine being able to quickly and accurately authenticate  
people. Imagine implementing advanced security while increasing  
convenience and reducing management costs. 

Introducing nano NXT— the next generation of EyeLock’s revolution-
ary access control solutions. nano NXT renders all other access control  
peripherals obsolete by revolutionizing how identities are protected, 
authenticated, and managed. With a sleek low profile and powerful 
capabilities, the nano NXT redefines the future of access control. An 
optional SDK is available to customers who want to customize their  
security solutions to integrate seamlessly with existing applications.

UNPARALLELED EFFICIENCY.

The nano NXT authenticates up to 20 people per minute, in-motion and 
at-a-distance with unparalleled accuracy.

Dimensions: 

Width: 	 8.00” (203.41 mm)
Height: 	 5.00” (127.14 mm)
Depth: 	 2.81” (71.43 mm)

The iris is a biometric identifier with lifelong stability—only DNA is 
more accurate.  EyeLock’s advanced technology converts the unique 
characteristics of each iris into a complex encrypted code that  
maximizes security and minimizes breach potential.  With a false  
accept rate of only 1 in 1.5 million for a single eye, EyeLock’s iris 
identity authentication ensures both unparalleled accuracy and  
security.

Unlike other biometric and manual access control solutions, 
The nano NXT identifies people in real-time—in-motion and at-
a-distance. The modern design is network-compatible, easy to  
install, and both enrolls and identifies. With no cards, fobs, or keys  
to replace or upgrade and no risk of loss or theft, EyeLock iris  
authentication technology makes credential management simple 
and cost-effective.
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FEATURES
•	 Two Factor Authentication (Optional)

•	 Wiegand, F2F, OSDP and PAC

•	 Tamper Detection

•	 Power Over Ethernet (IEE 802.3af)

•	 On-board Memory of up to 20,000 Users

•	 Web Configuration Tool

•	 Dual Iris Capture and Matching

SPECIFICATIONS
•	 Standoff Distance: 	 	 	 	 	 	 	 12” (0.3048m)

•	 Vertical Capture Range: 	 	 	 	 	 	 5.2” (0.1320m)

•	 Horizontal Capture Range: 	 	 	 	 	 	 6.5” (0.1651m)

•	 Iris Resolution :		 	 	 	 	 	 	 ISO Compliant

•	 Power Requirements: 	 	 	 	 	 	 	 PoE, 12-24VDC

•	 Regulatory Compliance: 	 	 	 	 	 	 UL 60950 & UL 294, ULC-S319, CE, FCC

•	 Operating Environment: 	 	 	 	 	 	 Indoor use only

Benefits
•	 Throughput up to 20 People Per Minute 

•	 Simple Integration with Existing ACS

•	 FAR (False Accept Rate) of up to 1 in 1.5M (single eye)

•	 Video-based system

•	 Authentication Occurs on Device or Over a Network

•	 Secure Communication and Encryption (AES 256)

•	 Optional SDK
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SPEED

EyeLock uses video, not still pictures, to get 
an image of your eyes. At 20 frames per 

second and throughputs of up to 50 people 
per minute.

ONE-IN-1.5 MILLION

No two human irises are alike – not in twins, 
nor even on the same person. Checking 
one gives a 1-in-1.5 million chance of a 

false ID.

NO IRIS, NO ID

EyeLock generates a unique encrypted 
code of each iris. Then to authenticate 

your ID, it matches the encrypted 
code with your eyes.

Advanced. Efficient. Cost-effective.
nano NXT puts the future of access 
technology in reach.


